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Thermostat
Power Supply 240vAC or microUSB and 4x AAA Alkaline batteries

Temperature operating range 0-50°C

Temperature control range 5-35°C

Temperature accuracy 0.1°C

Protection Rating IP21

Transmission Frequency 868mHz

Transmission Distance 100 Meter (Open Field)

Wi-Fi Frequency 2.412GHZ-2.484GHZ

Mounting Wall or Stand

Dimensions 124x88x21mm

Receiver

Power Supply 240vAC

Switch Rating 16A@250vAC

Transmission Frequency 868mHz

Transmission Distance 100 Meter (Open Field)

Dimensions 85x85x24mm

QQ Room thermostat controlled through APP
QQ Free ‘SANGAMO CHOICE’ APP with no subscription fees 
QQ Monitor room temperature and thermostat activity 
QQ 100-meter open field range from thermostat to receiver 

(868mHz)
QQ 7 day programmable, 6 programmable events per day
QQ Large LCD display
QQ 5-35°C set point range
QQ Frost protection
QQ Wi-Fi function requires 2.4GHZ network and thermostat to be 

powered with a mains supply or MicroUSB

CHOICE RSTATWIFI   White CHOICE RSTATWIFIBLK  Black

Wi-Fi Thermostat


